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The Magnum20 library features four interface slots in which you can install 
optional SCSI or Fibre Channel interface cards. Depending on your 
configuration, your library may already be equipped with one SCSI interface 
card. As described in the Exabyte MagnumZO Product Manual, you can install 
additional SCSI interface cards for the purpose of partitioning the library. 

To connect the library to a Fibre Channel network, you can install a Fibre 
Channel interface card in one of the interface slots. Additional interface cards 
are not required for partitioning the Fibre Channel library. If desired, you can 
combine SCSI and Fibre Channel interfaces for additional system flexibility. 

These instructions describe how to install or replace a SCSI or Fibre Channel 
interface card in the library. 



If you are upgrading an existing library from SCSI to Fibre 
Channel, please contact Exabyte Technical Support at 
1 -303-41 7-7792 to determine whether your library needs 
additional hardware upgrades. 



I Important 
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1 Before You Begin 



1 Before You Begin 



✓ Make sure the environment is free of conditions that could cause electrostatic 
discharge (ESD). If possible, use an antistatic mat and a grounded static 
protection wristband during this procedure. 

✓ Obtain a #1 Phillips screwdriver. 

✓ Power off the library and disconnect the power cord. 



Before performing this maintenance procedure, be sure that the library power 
switch is in the off position and that the power cord is disconnected from the 
library and the outlet. 



j\ Warning 



✓ If you are replacing an existing card, disconnect any cables attached to the 
card and remove the SCSI terminator, if present. 



2 Remove the Interface Card 



To remove an interface card, follow these steps: 

1 . Loosen the captive screw at the bottom of the card, shown in Figure 1. 

Card extractor 




Captive screw 



Figure 1 Replacing an interface card (SCSI card shown) 

2. Lift up on the card extractor, shown in Figure 1, to release the card from the 
backplane. 

3. Using the captive screw and the card extractor, slide the card out of the card 
slot. 
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3 Install the Interface Card 



3 Install the Interface Card 



To install an interface card, follow these steps: 

1 . Orient the interface card with the extractor toward the top, as shown in 
Figure 1, and the edge connector toward the back. Align the edges of the 
card with the top and bottom card guides in the slot where you are installing 
the card. 

2. Position the card extractor at approximately 45 degrees to the edge of the 
card, then slide the card into the slot until you feel resistance as the edge 
connector engages. 



Do not hold the card extractor straight out from the card as shown in Figure 1 . Doing 
so will prevent the card from sliding far enough into the slot to allow the extractor to 
lock into place. 



3. Push down on the card extractor to seat the card. 



4 After Installing the Interface Card 



✓ Reconnect the cables and SCSI terminator, if used, to the connectors on the 
new interface card. If you have installed an additional interface card, refer 
to the Exabyte MagnumZO Product Manual for information about connecting 
the card to SCSI or Fibre Channel. 

✓ Connect the power cord and power on the library. 
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